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Track systems for
John Deere planters
Achieving good seeding quality is critical for the profitability of
your business. That’s why Soucy has developed a track system
for high-performance planters that allows for better weight
distribution to minimize rutting. The result is a reduction in soil
compaction, minimizing the pinch-row effect. The tracks also
provide greater stability and better uniformity in seeding depth.

Available exclusively at your John Deere dealer. Allied supplier.

NOW COMPATIBLE ON JOHN DEERE 1990 AIR SEEDERS
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Soucy expertise and technology are now available for your planter. Our new 
track system allows crop yields to be maximized and greatly reduces time 
lost in the field. Our track system fits your John Deere 1770NT and 1775NT 
planters, from 12 to 24 rows, and enables excellent seeding quality.

• Increases flotation
• Preserves soil condition
• Helps maintain a uniform seeding depth
• Minimizes compaction and the pinch-row effect

NO RUTS
Our track system distributes the weight over a larger 
area, which reduces the pressure that the equipment 
exerts on the soil. This helps the tracks reduce soil 
compaction considerably, while providing excellent 
flotation. In addition, planter tracks do not dig ruts 
and do not form berms when turning on headlands. 
As a result, with soil that is more aerated and has no 
wheel tracks, seed is planted at a uniform depth,  
roots more easily and gives an even emergence.

INCREASED AUTONOMY
Since our planter track systems have a greater soil 
contact area, you can greatly increase productivity by 
loading your equipment to the manufacturer’s 
maximum load rating.

EASY INSTALLATION AND MAINTENANCE
Our track systems do not require any modification 
to the planter, thereby respecting its mechanical 
integrity. You can also switch easily between the 
tracks and tires. Installation takes less than 3 hours.
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